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Our lighting says everything about 
our quality. Lighting is at the heart 
of the way we think and build.
Outdoor lighting requires products and services of the highest 
standards: innovative solutions, technical excellence, design 
flexibility and consistent performance. 
Our products bring Italian excellence to the most futuristic 
architecture in the world.

LIGHT 
IS MORE
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MADE
IN ITALY
MADE TO 
THE HIGHEST
QUALITY
Our quality shines through our lighting. 
A principle that has always inspired 
any action taken within the company. 

From the strictest selection of suppliers to the careful selection 
of materials, components and technologies, quality lies 
at the heart of how we create and manufacture our products. 
Each new project becomes an opportunity for research 
and development: the drive to improve product and process 
standards. 
Our products are entirely Made in Italy and are checked 
repeatedly, from the receipt of raw materials through 
to the processing, assembly and prototype stages. 
Our goal is to supply you with the very best lighting 
equipment offering the latest in technological developments.
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We specialise in the 
study and creation 
of lighting solutions 
for architectural 
and outdoor 
applications.
  
We follow each project with the 
greatest care and attention, offering 
effective collaboration to enhance all 
aspects, whether they may be technical, 
structural, expressive or related to 
performance. We operate all over the 
world and are proud to say that we 
have become a point of reference in the 
field of outdoor lighting. 
We are as ambitious and determined 
as you are and we can work with you 
to create something spectacular and 
unique. 

We are ready to create the perfect 
light, lighting that will enhance the 
features and benefits of your project. 

WE 
LIGHT 

UP 
THE 

WORLD
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We manufacture our products 
in Italy and export them all 
over the world. 

We have always had an international outlook, in terms 
of both product concept and the company’s approach. 
We now export almost 100% of our production.
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LIGHTING
DESIGN
Lighting design
according to PUK 

Useful. Fast. Problem-solver.
This is our consulting service that allows you to choose 
the most suitable lighting solution, not only on the basis 
of technical documentation but also thanks to the most 
advanced rendering systems available today.
  
The quality of our lighting design is the result of a 
technical-scientific approach that also takes into account 
ever-changing and unavoidable elements such as the 
environmental and architectural context, style and 
design, industry and type of business, current regulations 
regarding safety, the comfort of human visual perception, 
the psychological/communication effect to be obtained
as well as the enhancement of some details.

Step by step,
towards the solution 

Lighting design is a complex activity
which requires a rigorous and all-round
consulting service: nothing must be
left to chance.

  
The Puk team defines the criteria
for drafting the lighting design.
These are the phases that lead from 
scrupulous analysis of needs to the solution
and implementation of the system:

FEASIBILITY STUDY
PRELIMINARY PROJECT
FINAL PROJECT
EXECUTIVE PROJECT
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3D Rendering:
a crystal clear vision 

In Puk we attach a special importance
to the quality of the graphic representation.
  
In particular, our 3D renderings, static or with 
different levels of animation, are of very high
quality and allow to evaluate the different project 
options set, with an effect almost identical
to reality and having a great aesthetic impact.
This makes it easier to evaluate the
different options and make a decision.

Why
choosing us 

Because we have concentrated 30 years of 
experience, expertise and specialization in outdoor 
lighting in an accurate and complete lighting 
design and consulting service.
  
Our professional staff will assist you in designing 
efficient and reliable solutions. Analysis tools and 
technical methods always guarantee you will get 
the result you expect.

Puk lighting design consultancy is a free
of charge service for our clients.
Let your inner light shine with Puk.



5YEAR 
WAR
RANTY
Outdoor lighting is by definition one of the most challenging and 
competitive sectors and demands the highest quality products and 
services: innovative solutions, technical excellence, design flexibility 
and consistent performance. 
That is why here at P.U.K. we are open to constant technological 
upgrades (from miniaturisation to LEDs) and we strive to improve 
the quality and reliability of our range. 

We produce one of the most 
complete and competitive 
world-class collections available 
on the international market, 
offering a five-year full warranty 
on LED products.
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OUTDOOR SOLUTIONS: 
THE MOST COMPLETE 

RANGE IN TERMS 
OF PERFORMANCE 

AND DESIGN
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EUROPEAN 
CONFORMITY

NEW
PRODUCTS

5 YEARS
WARRANTY

CLASS I

CLASS II

CLASS III

IK CODE
SHOCK 
RESISTANCE

IP CODE
PROTECTIVE 
DEGREE

1-10 V
DIMMABLE

DALI 
DIMMABLE

STATIC LOAD 
CAPACTY

TOOLS-FREE

RGB LIGHT

FULL
RGB LIGHT

ADJUSTABLE

IK xx

IP xx

5

1 - 10V

DALI

1000

NO

RGB

RGB
Full

+/- x°

NEW

How to read the 
catalogue

ICONS
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DMX-512DMX
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ILLUMINATED
BY DESIGN

Research, 
innovation 
and creativity 
are still today 
MOMODESIGN 
philosophy 
strongholds. 
 
Over the years MOMODESIGN 
has evolved but the Design Studio 
has maintained its fundamental 
creativity role: a wide open plan 
laboratory, offices with every kind 
of materials, colours, instruments, 
designers, architects and stylists, 
this eclectic team perceives every 
signal from the external world. 

Main role of the Design Studio is the 
definition and planning of objects 
with an unmistakable, personal and 
characterising trait; MOMODESIGN 
objects.

The guarantee of a licensed 
products is given by the choice of 
collaborating only with companies 
that have as a common denominator 
quality, handcraft products and 
innovation as well as a successful 
international distribution network.

MOMO DESIGN
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Paolo Villa 
Industrial Design 
is an award-
winning design 
consultancy which 
has developed 
a wide range 
of successful 
products for more 
than 25 years.  

Made up of a team of fresh and 
talented designers working with 
enthusiasm, creativity and rigor, 
our design experience spans many 
product fields. We have a solid list 
of renowned international leading 
clients that we help to create 
and bring to market outstanding 
products.

We continually research tools 
and processes and bring the most 
up-to-date technologies to bear 
on our projects.

Paolo Emanuele 
Nava and Luca 
Maria Arosio are 
Nava + Arosio.  

In 2012, they both obtained the 
honours degree in Product Design 
presenting a project called 
“Maniacal Mirrors”. 

Working on different projects 
for prestigious firms like Rubelli, 
Lago, Riva1920, Italamp and in 
collaboration with Paolo Nava 
Design Studio, they begin to 
experience a humanistic design, 
that is to say a design in which the 
person is the center, with his/her 
material and immaterial needs.

The studio, has been gaining 
prestigious international awards, 
with several projects published by 
the most important mastheads of 
the sector.

PAOLO VILLA

NAVA+AROSIO
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FLOODLIGHTS

luminaire lumen package page

101600 QUBO 145 - 5.265 20

101100 FLASH 650 - 4.980 42

109000 BOOK 1040 - 3.000 50

101000 CASE 104 - 4.900 52

101700 FLAMINGO 90 - 520 62

102100 COINY 375 - 410 70

101300 TWIST 270 - 2.464 72

101200 CITY WALL 3456 - 6.912 76

101500 ZEUS 710 - 5.516 78

101400 RING 145 - 10.200 88

101900 NANOSPOT 145 - 1.050 114

102200 NANOSPOT STEEL 145 - 735 128

107000 JET 139 - 943 138
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Floodlight for outdoor installation on a
façade/wall, with U shape fixing bracket
allowing vertical adjustment of +90° / -40°.
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base
and head, tempered safety glass, moulded 
silicone gaskets, with screws in stainless steel.
Remote 24V DC power supply needed,
with 1 x CREE “XHP35” LED. IP66 rating.

QUBO MICRO HP
101601

60 mm

6
0

 m
m

Technical features

5

Technical data

Wattage 6 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x CREE “XHP35” LED

Screws Stainless steel 

Remote driver Constant voltage 24V DC

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 0,70 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 4° 510 85.00

high-power led 10° 489 81.50

high-power led 28° 474 79.00

high-power led 55° 403 67.15

4000°K neutral-white

high-power led 4° 520 86.67

high-power led 10° 499 83.17

high-power led 28° 484 80.67

high-power led 55° 411 68.57

2700°K CCT available on request

Designed by
NAVA + AROSIO

8
4

 m
m

60 mm

15 mm



puk.it  |  23

remote driver selection

brand manufacturer code type watt IP rate numbers of fixtures

Meanwell LPV-20-24 constant voltage 24V DC 20W IP67 min 1 - max 3

Meanwell LPV-35-24 constant voltage 24V DC 35W IP67 min 1 - max 5

Meanwell LPV-60-24 constant voltage 24V DC 60W IP67 min 1 - max 9

AC044
SPIKE

AC071
HONEYCOMB LOUVER

OTHER VIEW

OPTIONAL

AC075
ANTI-GLARE VISOR

AC038
TREE STRAP

Technical data

Wattage 6 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x CREE “XHP35” LED

Screws Stainless steel 

Remote driver Constant voltage 24V DC

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 0,70 Kg 
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Floodlight for outdoor installation on a
façade/wall, with U shape fixing bracket
allowing vertical adjustment of +90° / -40°.
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base
and head, tempered safety glass, moulded 
silicone gaskets, with screws in stainless steel. 
Built-in LED driver, with 1 COB CREE
“CXB 1310” LED. IP66 rating.

QUBO MINI COB
101602

Technical features

5

Technical data

Wattage 10 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x COB CREE
“CXB 1310” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 1,30 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

cob led 14° 1.100 110

cob led 35° 1.060 106

cob led 55° 1.000 100

4000°K neutral-white

cob led 14° 1.200 120

cob led 35° 1.140 114

cob led 55° 1.083 108

2700°K CCT available on request

Designed by
NAVA + AROSIO

100 mm

10
0

 m
m

14
5 

m
m

100 mm

25 mm

DALI

Available on request
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AC044
SPIKE

AC072
HONEYCOMB LOUVER

OTHER VIEW

OPTIONAL

AC076
ANTI-GLARE VISOR

AC038
TREE STRAP

Technical data

Wattage 10 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x COB CREE
“CXB 1310” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 1,30 Kg 
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Floodlight for outdoor installation on a
façade/wall, with U shape fixing bracket
allowing vertical adjustment of +90° / -40°.
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base
and head, tempered safety glass, moulded 
silicone gaskets, with screws in stainless steel. 
Built-in LED driver, with 1 x CREE “XHP35” LED. 
IP66 rating.

QUBO MINI HP
101605

Technical features

5

Technical data

Wattage 8 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x CREE “XHP35” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 1,30 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 4° 690 86.25

high-power led 10° 662 82.75

high-power led 28° 642 80.25

high-power led 55° 546 68.21

4000°K neutral-white

high-power led 4° 703 87.88

high-power led 10° 676 84.50

high-power led 28° 656 82.00

high-power led 55° 558 69.70

2700°K CCT available on request

Designed by
NAVA + AROSIO

100 mm

10
0

 m
m

14
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m
m

100 mm

25 mm

DALI

Available on request
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AC044
SPIKE

AC072
HONEYCOMB LOUVER

OTHER VIEW

OPTIONAL

AC076
ANTI-GLARE VISOR

AC038
TREE STRAP

Technical data

Wattage 8 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x CREE “XHP35” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 1,30 Kg 
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Floodlight for outdoor installation on a façade/
wall, with U shape fixing bracket allowing vertical 
adjustment of +90° / -40°. Phospho-chromatised 
and polyester powder coated die-cast copper-free 
aluminium base and head, tempered safety glass, 
moulded silicone gaskets, with screws in stainless 
steel. Remote 24V DC power supply needed, DMX 
driver integrated; with 1 x CREE “XML” RGBW LED. 
IP66 rating.

QUBO MINI DMX RGBW                        
101605RGBW

Technical features

5 DMX

Technical data

Wattage 4.5 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x CREE "XML" COLOR 
RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Remote driver Constant voltage 24V DC 
remote driver needed

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX in & DMX
out cables included

Gross weight 1,30 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

RGBW

high-power led 12° 160 35.55

high-power led 25° 152 33.78

high-power led 35° 145 32.23

DMX ACCESSORIES   CONTROLLERS, SPLITTERS, ETC…

To be defined together with puk technical department, according to project specifications and after providing installation details.

AC044
SPIKE

AC072
HONEYCOMB LOUVER

AC038
TREE STRAP

AC076
ANTI-GLARE VISOR

Designed by
NAVA + AROSIO 100 mm

10
0

 m
m

14
5 

m
m

100 mm

25 mm
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Technical data

Wattage 4.5 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x CREE "XML" COLOR 
RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Remote driver Constant voltage 24V DC 
remote driver needed

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX in & DMX
out cables included

Gross weight 1,30 Kg 

DMX ACCESSORIES   CONTROLLERS, SPLITTERS, ETC…

To be defined together with puk technical department, according to project specifications and after providing installation details.

AC038
TREE STRAP

AC076
ANTI-GLARE VISOR



30  |  puk.it

Floodlight for outdoor installation on a
façade/wall, with U shape fixing bracket
allowing vertical adjustment of +90° / -40°. 
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base
and head, tempered safety glass, moulded 
silicone gaskets, with screws in stainless steel. 
Built-in LED driver, with 1 COB CREE “CXB 1512” 
LED. IP66 rating.

QUBO MEDIUM COB
101603

Technical features

5

Technical data

Wattage 16 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x COB CREE
“CXB 1512” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 3,10 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

cob led 14° 1.900 118.75

cob led 35° 1.813 113.31

cob led 55° 1.722 107.62

4000°K neutral-white

cob led 14° 2.000 125.00

cob led 35° 1.900 118.75

cob led 55° 1.805 112.81

2700°K CCT available on request

Designed by
NAVA + AROSIO

140 mm

14
0

 m
m

20
0

 m
m

140 mm

35 mm

DALI1 - 10V

Available on request
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AC044
SPIKE

AC073
HONEYCOMB LOUVER

OTHER VIEW

OPTIONAL

AC077
ANTI-GLARE VISOR

AC038
TREE STRAP

Technical data

Wattage 16 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x COB CREE
“CXB 1512” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 3,10 Kg 

LUMINAIRE SUITABLE 
FOR POLE MOUNTING 
IN SINGLE OR MULTIPLE 
COMBINATIONS

OPTIONAL
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Floodlight for outdoor installation on a
façade/wall, with U shape fixing bracket
allowing vertical adjustment of +90° / -40°.
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base
and head, tempered safety glass, moulded 
silicone gaskets, with screws in stainless steel. 
Built-in LED driver, with 3 x CREE “XHP35” LED. 
IP66 rating.

QUBO MEDIUM HP                        
101606

Technical features

5

Technical data

Wattage 20 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 3 x CREE “XHP35” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 3,10 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 4° 2.050 102.50

high-power led 10° 2.000 100.00

high-power led 28° 1.950 97.50

high-power led 55° 1.658 82.88

4000°K neutral-white

high-power led 4° 2.100 105.00

high-power led 10° 2.050 102.50

high-power led 28° 2.000 100.00

high-power led 55° 1.700 85.00

2700°K CCT available on request

Designed by
NAVA + AROSIO

14
0

 m
m

20
0

 m
m

140 mm

35 mm

140 mm

DALI1 - 10V

Available on request
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AC044
SPIKE

AC073
HONEYCOMB LOUVER

OTHER VIEW

OPTIONAL

AC077
ANTI-GLARE VISOR

AC038
TREE STRAP

Technical data

Wattage 20 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 3 x CREE “XHP35” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 3,10 Kg 

LUMINAIRE SUITABLE 
FOR POLE MOUNTING 
IN SINGLE OR MULTIPLE 
COMBINATIONS

OPTIONAL
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Floodlight for outdoor installation on a façade/
wall, with U shape fixing bracket allowing vertical 
adjustment of +90° / -40°. Phospho-chromatised 
and polyester powder coated die-cast copper-free 
aluminium base and head, tempered safety glass, 
moulded silicone gaskets, with screws in stainless 
steel. Built-in LED driver, DMX driver integrated;
with 3 x CREE “XML” RGBW LED. IP66 rating.

QUBO MEDIUM DMX RGBW                        
101606RGBW

Technical features

5 DMX

Technical data

Wattage 14 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 3 x CREE “XML” COLOR 
RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX in & DMX
out cables included

Gross weight 3,10 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

RGBW

high-power led 12° 480 34.28

high-power led 25° 468 33.43

high-power led 35° 457 32.65

DMX ACCESSORIES   CONTROLLERS, SPLITTERS, ETC…

To be defined together with puk technical department, according to project specifications and after providing installation details.

AC044
SPIKE

AC073
HONEYCOMB LOUVER

AC038
TREE STRAP

AC077
ANTI-GLARE VISOR

Designed by
NAVA + AROSIO

140 mm
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140 mm

35 mm

DALI

Available on request
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Technical data

Wattage 14 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 3 x CREE “XML” COLOR 
RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX in & DMX
out cables included

Gross weight 3,10 Kg 

DMX ACCESSORIES   CONTROLLERS, SPLITTERS, ETC…

To be defined together with puk technical department, according to project specifications and after providing installation details.

AC038
TREE STRAP

AC077
ANTI-GLARE VISOR
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Floodlight for outdoor installation on a
façade/wall, with U shape fixing bracket
allowing vertical adjustment of +90° / -40°. 
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base
and head, tempered safety glass, moulded 
silicone gaskets, with screws in stainless steel. 
Built-in LED driver, with 1 COB CREE
“CXB 2540” LED. IP66 rating.

QUBO MAXI COB
101604

Technical features

5

Technical data

Wattage 42 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x COB CREE
“CXB 2540” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 4,50 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

cob led 14° 4.950 117.85

cob led 35° 4.752 113.14

cob led 55° 4.560 108.57

4000°K neutral-white

cob led 14° 5.265 125.36

cob led 35° 5.000 119.05

cob led 55° 4.770 113.57

2700°K CCT available on request

Designed by
NAVA + AROSIO
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35 mm

DALI1 - 10V

Available on request
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AC044
SPIKE

AC074
HONEYCOMB LOUVER

OTHER VIEW

OPTIONAL

AC078
ANTI-GLARE VISOR

AC038
TREE STRAP

Technical data

Wattage 42 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 1 x COB CREE
“CXB 2540” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 4,50 Kg 

OPTIONAL

LUMINAIRE SUITABLE 
FOR POLE MOUNTING 
IN SINGLE OR MULTIPLE 
COMBINATIONS
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Floodlight for outdoor installation on a
façade/wall, with U shape fixing bracket
allowing vertical adjustment of +90° / -40°. 
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base
and head, tempered safety glass, moulded 
silicone gaskets, with screws in stainless steel. 
Built-in LED driver, with 6 x CREE “XHP35” LED. 
IP66 rating.

QUBO MAXI HP
101607

Technical features

5

Technical data

Wattage 38 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 6 x CREE “XHP35” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 4,50 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 4° 4.300 113.15

high-power led 10° 4.260 112.10

high-power led 28° 4.210 110.79

high-power led 55° 3.579 94.17

4000°K neutral-white

high-power led 4° 4.400 115.79

high-power led 10° 4.360 114.74

high-power led 28° 4.310 113.42

high-power led 55° 3.664 96,41

2700°K CCT available on request

Designed by
NAVA + AROSIO
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DALI1 - 10V

Available on request



puk.it  |  39

AC044
SPIKE

AC074
HONEYCOMB LOUVER

OTHER VIEW

OPTIONAL

AC078
ANTI-GLARE VISOR

AC038
TREE STRAP

Technical data

Wattage 38 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 6 x CREE “XHP35” LED

Screws Stainless steel 

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 4,50 Kg 

LUMINAIRE SUITABLE 
FOR POLE MOUNTING 
IN SINGLE OR MULTIPLE 
COMBINATIONS

OPTIONAL
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Floodlight for outdoor installation on a façade/
wall, with U shape fixing bracket allowing vertical 
adjustment of +90° / -40°. Phospho-chromatised 
and polyester powder coated die-cast copper-free 
aluminium base and head, tempered safety glass, 
moulded silicone gaskets, with screws in stainless 
steel. Built-in LED driver, DMX driver integrated; 
with 6 x CREE “XML” RGBW LED. IP66 rating.

QUBO MAXI DMX RGBW
101607RGBW

Technical features

5 DMX

Technical data

Wattage 28 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 6 x CREE “XML” COLOR 
RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX in & DMX
out cables included

Gross weight 4,50 Kg 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

RGBW

high-power led 12° 1.000 35.71

high-power led 25° 992 35.43

high-power led 35° 981 35.04

DMX ACCESSORIES   CONTROLLERS, SPLITTERS, ETC…

To be defined together with puk technical department, according to project specifications and after providing installation details.

AC044
SPIKE

AC074
HONEYCOMB LOUVER

AC038
TREE STRAP

AC078
ANTI-GLARE VISOR

Designed by
NAVA + AROSIO

170 mm
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170 mm

35 mm

DALI

Available on request



puk.it  |  41

Technical data

Wattage 28 WATT

IP Rating IP66

IK Rating IK10

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating 
with phosphocromating 
pre-finish

Light source 6 x CREE “XML” COLOR 
RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Transformer Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX in & DMX
out cables included

Gross weight 4,50 Kg 

DMX ACCESSORIES   CONTROLLERS, SPLITTERS, ETC…

To be defined together with puk technical department, according to project specifications and after providing installation details.

AC038
TREE STRAP

AC078
ANTI-GLARE VISOR
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light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 720 90.00

high-power led 30° 684 85.50

high-power led 45° 650 81.25

4000°K neutral-white

high-power led 10° 750 93.75

high-power led 30° 713 89.13

high-power led 45° 677 84.63

2700°K CCT available on request

Round floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver 220-240V 50-60Hz, with 5 CREE XP-G3 
high-power LED. IP65 rating.

FLASH MEDIUM

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101101

Technical data

Wattage 8 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 5 CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 2,60 Kg 

Technical features

Ø 140 mm 242 mm

Ø
 1

4
0

 m
m

AC-026 Anti-glare visor
for hydroflash medium 

Graduated stainless
steel insert

5

DALI1 - 10V

Available on request
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Technical data

Wattage 8 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 5 CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 2,60 Kg 

Round floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver 220-240V 50-60Hz, with 1 CREE CXA 1512 
COB LED. IP65 rating.

FLASH MEDIUM COB

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101102

Technical data

Wattage 18 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 1 CREE CXA 1512 LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 2,60 Kg 

Ø 140 mm 242 mm

Ø
 1

4
0

 m
m

AC-026 Anti-glare visor
for hydroflash medium 

Graduated stainless
steel insert

Technical features

5

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

cob led 35° 1.530 85.00

4000°K neutral-white

cob led 35° 1.700 94.44

2700°K CCT available on request

DALI1 - 10V

Available on request
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Round floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver 220-240V 50-60Hz, with 8 CREE XP-G3 
high-power LED. IP65 rating.

FLASH MAXI

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101103

Technical data

Wattage 12 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 8 CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 3,50 Kg 

Ø 198 mm 277 mm

Ø
 1

9
8

 m
m

AC-027 Anti-glare visor
for hydroflash medium 

Graduated stainless
steel insert

Technical features

5

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 1.152 96.00

high-power led 30° 1.095 91.25

high-power led 45° 1.040 86.67

4000°K neutral-white

high-power led 10° 1.200 100.00

high-power led 30° 1.140 95.00

high-power led 45° 1.083 90.25

2700°K CCT available on request

DALI1 - 10V

Available on request
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Technical data

Wattage 12 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 8 CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 3,50 Kg 
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Round floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver 220-240V 50-60Hz, with 1 CREE CXB 
2530 COB LED. IP65 rating.

FLASH MAXI COB

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101104

Technical data

Wattage 36 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 1 CREE CXB 2530 LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 3,50 Kg 

Ø 198 mm 277 mm

Ø
 1

9
8

 m
m

AC-027 Anti-glare visor
for hydroflash medium 

Graduated stainless
steel insert

Technical features

5

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

cob led 35° 3.100 86.10

4000°K neutral-white

cob led 35° 3.300 91.66

2700°K CCT available on request

DALI1 - 10V

Available on request
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Technical data

Wattage 36 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 1 CREE CXB 2530 LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 3,50 Kg 
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Round floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver 220-240V 50-60Hz, with 15 CREE XP-G2 
high-power LED. IP65 rating.

FLASH MEGA

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101105

Technical data

Wattage 22 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 15 CREE “XP-G2” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 5,00 Kg 

Ø 248 mm 369 mm

Ø
 2

4
8

 m
m

Graduated stainless
steel insert

Technical features

5

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 2.160 98.18

high-power led 30° 2.052 93.27

high-power led 45° 1.949 88.60

4000°K neutral-white

high-power led 10° 2.250 102.28

high-power led 30° 2.137 97.14

high-power led 45° 2.030 92.27

2700°K CCT available on request

DALI1 - 10V

Available on request
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Round floodlight for outdoor installation on 
a façade/wall. Phospho-chromatised and 
polyester powder coated die-cast copper-
free aluminium body, tempered safety glass, 
moulded silicone gasket and stainless steel 
screws. Built-in LED driver 220-240V 50-60Hz, 
with 1 CREE CXB 3070 COB LED. IP65 rating.

FLASH MEGA COB

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101106

Technical data

Wattage 55 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free aluminum 
body

Coating Polyester powder coating
with phosphocromating
pre-finish

Light source NR. 1 CREE CXB 3070 COB LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power cable 
included 

Gross weight 5,00 Kg 

Ø 248 mm 369 mm

Ø
 2

4
8

 m
m

Graduated stainless
steel insert

Technical features

5

Technical data

Wattage 22 WATT

IP Rating IP65

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 15 CREE “XP-G2” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 5,00 Kg 

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

cob led 35° 4.730 86.00

4000°K neutral-white

cob led 35° 4.980 90.54

2700°K CCT available on request

DALI1 - 10V

Available on request
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Square floodlight for outdoor installation 
on a façade/wall. Phospho-chromatised 
and polyester powder coated die-cast 
copper-free aluminium body, tempered 
safety glass, moulded silicone gasket and 
stainless steel screws. Built-in LED driver 
220-240V 50-60Hz, with 8 CREE XP-G3 LED. 
IP65 rating.

BOOK MEDIUM

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

109001

Technical data

Wattage 12 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 8 CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG9 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 2,50 Kg 

Technical features

247 mm

3
8

 m
m

18
0

 m
m

5

SHORT FIXING BRACKET

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 1.152 96.00

high-power led 30° 1.095 91.25

high-power led 45° 1.040 86.67

4000°K neutral-white

high-power led 10° 1.200 100.00

high-power led 30° 1.140 95.00

high-power led 45° 1.083 90.25

2700°K CCT available on request
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Technical data

Wattage 12 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 8 CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG9 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 2,50 Kg 

Square floodlight for outdoor installation 
on a façade/wall. Phospho-chromatised 
and polyester powder coated die-cast 
copper-free aluminium body, tempered safety 
glass, moulded silicone gasket and stainless 
steel screws. Built-in LED driver 220-240V 
50-60Hz, with 20 CREE XP-G3 LED. 
IP65 rating.

BOOK MAXI

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

109002

Technical data

Wattage 30 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 20 CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG9 

Power cable 1 mt. neoprene power 
cable included 

Gross weight 2,80 Kg 

Technical features

340 mm

4
3

 m
m

21
2 

m
m

SHORT FIXING BRACKET

BOTH included In the standard package

MEDIUM FIXING BRACKET

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 2.880 96.00

high-power led 30° 2.736 91.20

high-power led 45° 2.600 86.67

4000°K neutral-white

high-power led 10° 3.000 100.00

high-power led 30° 2.850 95.00

high-power led 45° 2.708 90.26

2700°K CCT available on request

5

DALI1 - 10V

Available on request
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Square small floodlight for outdoor installation 
on a façade/wall. Phospho-chromatised and 
polyester powder coated die-cast copper-
free aluminium body, tempered safety glass, 
moulded silicone gasket and stainless steel 
screws. Built-in LED driver 220-240V 50-60Hz, 
with 1 CREE XP-G3 LED. IP65 rating.

CASE MICRO

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101001

Technical data

Wattage 1 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance die-
cast copper-free aluminum 
body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 1 x 1W CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Nickel-plated brass cable 
gland PG9

Power cable 1 mt. neoprene power cable 
included 

Gross weight 0,55 Kg 

Technical features

64 mm56 mm

9
5 

m
m

5

101002 - with EXTENDED FIXING BRACKET
OPTION

AC001
EARTH SPIKE

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 115 115.00

high-power led 30° 110 110.00

high-power led 45° 104 104.00

4000°K neutral-white

high-power led 10° 120 120.00

high-power led 30° 114 114.00

high-power led 45° 109 109.00

2700°K CCT available on request
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Technical data

Wattage 1 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance die-
cast copper-free aluminum 
body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 1 x 1W CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Nickel-plated brass cable 
gland PG9

Power cable 1 mt. neoprene power cable 
included 

Gross weight 0,55 Kg 

Square small floodlight for outdoor installation 
on a façade/wall. Phospho-chromatised and 
polyester powder coated die-cast copper-free 
aluminium body, tempered safety glass, moulded 
silicone gasket and stainless steel screws. 
Built-in LED driver 220-240V 50-60Hz, 
with 3 CREE XP-G3 LED. IP65 rating.

CASE MINI

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101003

Technical data

Wattage 3 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 3 x 1W CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Nickel-plated brass cable 
gland PG9

Power cable 1 mt. neoprene power cable 
included 

Gross weight 0,80 Kg 

Technical features

86 mm78 mm

12
0

 m
m
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101004 - with EXTENDED FIXING BRACKET
OPTION

AC001
EARTH SPIKE

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 346 115.33

high-power led 30° 329 109.66

high-power led 45° 312 104.00

4000°K neutral-white

high-power led 10° 360 120.00

high-power led 30° 342 114.00

high-power led 45° 325 108.33

2700°K CCT available on request
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Square small floodlight for outdoor 
installation on a façade/wall.
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium 
body, tempered safety glass, moulded 
silicone gasket and stainless steel screws. 
GU10 LED / halogen. IP65 rating.

CASE MINI GU10

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101012M

Technical data

Wattage 50 WATT MAX

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source GU10 base, MAX 50W

Screws Stainless steel 

Gasket Silicone rubber 

Glass Tempered 

Cable gland Nickel-plated brass cable 
gland PG9 

Power cable 1 mt. neoprene power cable 
included 

Gross weight 0,80 Kg 

Technical features

86 mm78 mm

12
0

 m
m

light source light color light beam options

GU10 LED / HALOGEN SEE BULB FEATURES SEE BULB FEATURES

5

101004 - LED, 101013M - GU 10
with EXTENDED FIXING BRACKET
OPTION

AC001
EARTH SPIKE
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Technical data

Wattage 8 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with
phosphocromating pre-finish

Light source NR. 5 x 1.5W CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11

Power cable 1 mt. neoprene power cable 
included 

Gross weight 2,00 Kg 

101007 - EXTENDED FIXING BRACKET
OPTION

SHORT FIXING
BRACKET

BOTH included In the standard package

MEDIUM FIXING
BRACKET

Square floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. 
Built-in LED driver 220-240V 50-60Hz, 
with 5 CREE XP-G3 LED. IP65 rating.

CASE MEDIUM

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101006

Technical features

160 mm85,5 mm

23
5 

m
m

5

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 720 90.00

high-power led 30° 684 85.50

high-power led 45° 650 81.25

4000°K neutral-white

high-power led 10° 750 93.75

high-power led 30° 713 89.13

high-power led 45° 677 84.63

2700°K CCT available on request

DALI1 - 10V

Available on request
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Square floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws.
Built-in LED driver, DMX driver integrated; 
with 3 x CREE “XML” RGBW LED. IP65 rating.

CASE MEDIUM DMX RGBW                        

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101006RGBW

Technical data

Wattage 14 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with 
phosphocromating pre-finish

Light source 3 x CREE “XML”
COLOR RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Transformer
 

Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX IN cable included

Gross weight 2,00 Kg 

Technical features

5 DMX

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

RGBW

high-power led 12° 480 34.28

high-power led 25° 468 33.43

high-power led 35° 457 32.65

DMX ACCESSORIES   CONTROLLERS, SPLITTERS, ETC…

To be defined together with puk technical department,
according to project specifications and after providing installation details.

160 mm85,5 mm

23
5 

m
m

DALI

Available on request
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Technical data

Wattage 14 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with 
phosphocromating pre-finish

Light source 3 x CREE “XML”
COLOR RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Transformer
 

Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX IN cable included

Gross weight 2,00 Kg 

Square floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. 
Built-in LED driver 220-240V 50-60Hz, 
with 8 CREE XP-G3 LED. IP65 rating.

CASE MAXI

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101008

Technical data

Wattage 12 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with 
phosphocromating pre-finish

Light source NR. 8 x 1.5W CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11

Power cable 1 mt. neoprene power cable 
included 

Gross weight 5,00 Kg 

Technical features

244 mm128 mm

37
8

 m
m
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101009 - EXTENDED FIXING BRACKET
OPTION

SHORT FIXING
BRACKET

BOTH included In the standard package

MEDIUM FIXING
BRACKET

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 1.152 96.00

high-power led 30° 1.095 91.25

high-power led 45° 1.040 86.67

4000°K neutral-white

high-power led 10° 1.200 100.00

high-power led 30° 1.140 95.00

high-power led 45° 1.083 90.25

2700°K CCT available on request

DALI1 - 10V

Available on request
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Square floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws.
Built-in LED driver, DMX driver integrated;
with 6 x CREE “XML” RGBW LED. IP65 rating.

CASE MAXI DMX RGBW

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Finish color options:

Matt Black
(on request)

101008RGBW

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

RGBW

high-power led 12° 1.000 35.71

high-power led 25° 992 35.43

high-power led 35° 981 35.04

DMX ACCESSORIES   CONTROLLERS, SPLITTERS, ETC…

To be defined together with puk technical department,
according to project specifications and after providing installation details.

Technical data

Wattage 28 WATT

IP Rating IP66

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with 
phosphocromating pre-finish

Light source 6 x CREE “XML”
COLOR RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Transformer
 

Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX IN cable included

Gross weight 5,00 Kg 

Technical features

5 DMX

244 mm128 mm

37
8

 m
m

DALI

Available on request
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Technical data

Wattage 28 WATT

IP Rating IP66

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with 
phosphocromating pre-finish

Light source 6 x CREE “XML”
COLOR RGBW LED

Screws Stainless steel 

DMX DMX interface integrated

Transformer
 

Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

DMX cable DMX IN cable included

Gross weight 5,00 Kg 

Technical data

Wattage 30 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with 
phosphocromating pre-finish

Light source NR. 20 x 1.5W CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11

Power cable 1 mt. neoprene power cable 
included 

Gross weight 5,50 Kg 

101015 - EXTENDED FIXING BRACKET
OPTION

SHORT FIXING
BRACKET

BOTH included In the standard package

MEDIUM FIXING
BRACKET

Square floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver 220-240V 50-60Hz, with 20 CREE XP-G3 
LED. IP65 rating.

CASE MAXI-20

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101014

Technical features

244 mm128 mm

37
8

 m
m
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light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 2.880 96.00

high-power led 30° 2.736 91.20

high-power led 45° 2.600 86.67

4000°K neutral-white

high-power led 10° 3.000 100.00

high-power led 30° 2.850 95.00

high-power led 45° 2.708 90.26

2700°K CCT available on request

DALI1 - 10V

Available on request
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Square floodlight for outdoor installation on a 
façade/wall. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver 220-240V 50-60Hz, with 20 CREE XP-L LED. 
IP65 rating.

CASE MAXI-20 PRO

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101016

Technical features

244 mm128 mm

37
8
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m

5

Technical data

Wattage 50 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with
phosphocromating pre-finish

Light source NR. 20 CREE “XP-L” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11

Power cable 1 mt. neoprene power cable 
included 

Gross weight 5,20 Kg 

EXTENDED FIXING BRACKET
OPTION

SHORT FIXING
BRACKET

BOTH included In the standard package

MEDIUM FIXING
BRACKET

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 10° 4.900 98.00

high-power led 30° 4.650 93.00

high-power led 45° 4.420 88.40

* Other light colors available on request: Neutral-White
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Technical data

Wattage 50 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with
phosphocromating pre-finish

Light source NR. 20 CREE “XP-L” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland Double nickel-plated brass 
cable gland PG11

Power cable 1 mt. neoprene power cable 
included 

Gross weight 5,20 Kg 
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Diam. 45 mm micro-projector for external use, 
ideal to light bushes, flowerbed and gardens 
in general. Body made in turned and anodized 
aluminum. In horizontal axis it can be oriented up 
to 30° down and up to 90° up. Remote 24V DC 
driver needed, with 1 x CREE “XPG2” LED.
IP66 rating.

FLAMINGO MICRO

Technical features

Technical data

Wattage 2 WATT

IP Rating IP66

IK Rating IK08

Material Turned and hard anodized 
aluminum

Light source 1 x CREE “XPG2” LED

Screws Stainless steel 

Remote driver Constant voltage 24V DC

Gasket Silicone rubber 

Glass Tempered 

Power cable 1,5 mt. power cable 
included

Gross weight 1,70 Kg 

101701

Finish color options:

Matt Black

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 8° 100 50.00

high-power led 20° 95 47.50

high-power led 40° 90 45.00

4000°K neutral-white

high-power led 8° 105 52.50

high-power led 20° 100 50.00

high-power led 40° 95 47.50

2700°K CCT available on request

Designed by
NAVA + AROSIO

Ø 80 mm

14
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m
m

76 mm

Ø
 4

5 
m

m
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Technical data

Wattage 2 WATT

IP Rating IP66

IK Rating IK08

Material Turned and hard anodized 
aluminum

Light source 1 x CREE “XPG2” LED

Screws Stainless steel 

Remote driver Constant voltage 24V DC

Gasket Silicone rubber 

Glass Tempered 

Power cable 1,5 mt. power cable 
included

Gross weight 1,70 Kg 

remote driver selection

brand manufacturer code type watt IP rate numbers of fixtures

Meanwell LPV-20-24 constant voltage 24V DC 20W IP67 min 1 - max 3

Meanwell LPV-35-24 constant voltage 24V DC 35W IP67 min 1 - max 5

Meanwell LPV-60-24 constant voltage 24V DC 60W IP67 min 1 - max 9

AC044
SPIKE

AC066
HONEYCOMB LOUVER

AC038
TREE STRAP

OPTIONAL

AC068   PIPE L 300 mm 

Extension pipe length 300 mm made in anodized aluminum.

AC069   PIPE L 600 mm 

Extension pipe length 600 mm made in anodized aluminum.

AC070   PIPE L 900 mm 

Extension pipe length 900 mm made in anodized aluminum.

3
0

0
 m

m

6
0

0
 m

m

9
0

0
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m

AC068 AC069 AC070
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Diam. 56 mm micro-projector for external use, ideal to light bushes, flowerbed and 
gardens in general. Body made in turned and anodized aluminum. In horizontal 
axis it can be oriented up to 30° down and up to 90° up. Remote 24V DC driver 
needed, with 1 x CREE “XHP35” LED. IP66 rating.

FLAMINGO MINI

Technical features

Technical data

Wattage 6 WATT

IP Rating IP66

IK Rating IK08

Material Turned and hard anodized 
aluminum

Light source 1 x CREE “XHP35” LED

Screws Stainless steel 

Remote driver Constant voltage 24V DC

Gasket Silicone rubber 

Glass Tempered 

Power cable 1,5 mt. power cable 
included

Gross weight 1,80 Kg 

101702

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 4° 510 85.00

high-power led 10° 489 81.50

high-power led 28° 474 79.00

high-power led 55° 403 67.15

4000°K neutral-white

high-power led 4° 520 86.67

high-power led 10° 499 83.17

high-power led 28° 484 80.67

high-power led 55° 411 68.57

2700°K CCT available on request

Designed by
NAVA + AROSIO

Ø 80 mm

15
5 

m
m

90 mm

Ø
 5

6
 m

m

Finish color options:

Matt Black
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Technical data

Wattage 6 WATT

IP Rating IP66

IK Rating IK08

Material Turned and hard anodized 
aluminum

Light source 1 x CREE “XHP35” LED

Screws Stainless steel 

Remote driver Constant voltage 24V DC

Gasket Silicone rubber 

Glass Tempered 

Power cable 1,5 mt. power cable 
included

Gross weight 1,80 Kg 

remote driver selection

brand manufacturer code type watt IP rate numbers of fixtures

Meanwell LPV-20-24 constant voltage 24V DC 20W IP67 min 1 - max 3

Meanwell LPV-35-24 constant voltage 24V DC 35W IP67 min 1 - max 5

Meanwell LPV-60-24 constant voltage 24V DC 60W IP67 min 1 - max 9

AC068   PIPE L 300 mm 

Extension pipe length 300 mm made in anodized aluminum.

AC069   PIPE L 600 mm 

Extension pipe length 600 mm made in anodized aluminum.

AC070   PIPE L 900 mm 

Extension pipe length 900 mm made in anodized aluminum.

3
0

0
 m

m

6
0

0
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m
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0
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AC068 AC069 AC070

AC044
SPIKE

AC067
HONEYCOMB LOUVER

AC038
TREE STRAP

OPTIONAL
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AC0110
HONEYCOMB
LOUVER

AC044
SPIKE

AC111
VISOR

Projector for outdoor installation on a façade/
wall. Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium, tempered 
safety glass, moulded silicone gasket and stainless 
steel screws. With 1 direct 220-240V  LUMENS 
“EDC 38C” COB LED. IP66 rating.

COINY
102101

Technical data

Wattage 8 WATT

IP Rating IP66

IK Rating IK08

Material high corrosion resistance 
die-cast copper-free 
aluminum body

Coating polyester powder coating with 
phosphocromating pre-finish

Light source 1 x LUMENS “EDC 38C” COB LED

Screws Stainless steel 

Transformer
 

Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 1,20 Kg 

Technical features

5

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K  warm-white

cob led 18° 400 50.00

cob led 36° 390 48.75

cob led 60° 375 46.88

4000°K  neutral-white

cob led 18° 410 51.25

cob led 36° 400 50.00

cob led 60° 385 48.13

2700°K CCT available on request

12 mm

115 mm 30 mm

115 m
m
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Technical data

Wattage 8 WATT

IP Rating IP66

IK Rating IK08

Material high corrosion resistance 
die-cast copper-free 
aluminum body

Coating polyester powder coating with 
phosphocromating pre-finish

Light source 1 x LUMENS “EDC 38C” COB LED

Screws Stainless steel 

Transformer
 

Electrical power supply 
220/240V 50/60Hz built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 1 mt. power cable included

Gross weight 1,20 Kg 
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115 mm

3
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m
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Floodlight for outdoor installation on a façade/wall, 
with special articulated joint with spheres, allowing 
endless positions of the fixture head. 
Phospho-chromatised and polyester powder coated 
die-cast copper-free aluminium base and head, 
tempered safety glass, moulded silicone gaskets and 
o-rings, with non-visible screws in stainless steel. 
Special optics with “invisa-light” technology. Built-in 
LED driver, with 2 CREE XP-G2 LED. IP65 rating.

TWIST MICRO

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101301

Technical data

Wattage 4,5 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 2 CREE “XP-G2” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Optics
 

Special optics with 
“invisa-light” technology

Gasket Silicone rubber 

Glass Tempered 

Cable seal M12 rubber grommet 
Rutaseal® in EPDM

Power cable 1 mt. neoprene power 
cable included 

Gross weight 1,00 Kg 

endless fixture
head positions

Designed by
PAOLO VILLA

AC037 
EARTH SPIKE

Technical features

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 18° 280 62.22

high-power led 36° 270 60.00

4000°K neutral-white

high-power led 18° 308 68.44

high-power led 36° 292 64.88

5
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Technical data

Wattage 4,5 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 2 CREE “XP-G2” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Optics
 

Special optics with 
“invisa-light” technology

Gasket Silicone rubber 

Glass Tempered 

Cable seal M12 rubber grommet 
Rutaseal® in EPDM

Power cable 1 mt. neoprene power 
cable included 

Gross weight 1,00 Kg 

171 mm

3
8

 m
m

12
3

 m
m

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

Technical data

Wattage 7 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 4 CREE “XP-G2” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Optics
 

Special optics with 
“invisa-light” technology

Gasket Silicone rubber 

Glass Tempered 

Cable seal M12 rubber grommet 
Rutaseal® in EPDM

Power cable 1 mt. neoprene power 
cable included 

Gross weight 1,20 Kg 

AC037 
EARTH SPIKE

Technical features

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 18° 560 80.00

high-power led 36° 540 77.14

4000°K neutral-white

high-power led 18° 616 88.00

high-power led 36° 584 83.43

endless fixture
head positions

Floodlight for outdoor installation on a façade/wall, 
with special articulated joint with spheres, allowing 
endless positions of the fixture head. Phospho-
chromatised and polyester powder coated die-cast 
copper-free aluminium base and head, tempered 
safety glass, moulded silicone gaskets and o-rings, 
with non-visible screws in stainless steel. Special 
optics with “invisa-light” technology. Built-in LED 
driver, with 4 CREE XP-G2 LED. IP65 rating.

TWIST MINI
101302

Designed by
PAOLO VILLA

5
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171 mm

6
6

 m
m

10
3

 m
m

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

Technical data

Wattage 14 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 8 CREE “XP-G2” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Optics
 

Special optics with 
“invisa-light” technology

Gasket Silicone rubber 

Glass Tempered 

Cable seal M12 rubber grommet 
Rutaseal® in EPDM

Power cable 1 mt. neoprene power 
cable included 

Gross weight 1,80 Kg 

AC037 
EARTH SPIKE

Technical features

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 18° 1.120 80.00

high-power led 36° 1.080 77.14

4000°K neutral-white

high-power led 18° 1.232 88.00

high-power led 36° 1.168 83.43

endless fixture
head positions

Floodlight for outdoor installation on a façade/wall, with 
special articulated joint with spheres, allowing endless 
positions of the fixture head. Phospho-chromatised and 
polyester powder coated die-cast copper-free aluminium 
base and head, tempered safety glass, moulded silicone 
gaskets and o-rings, with non-visible screws in stainless 
steel. Special optics with “invisa-light” technology. 
Built-in LED driver, with 8 CREE XP-G2 LED. IP65 rating.

TWIST MEDIUM
101303

Designed by
PAOLO VILLA

5

DALI1 - 10V

Available on request
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Floodlight for outdoor installation on a façade/wall, with 
special articulated joint with spheres, allowing endless 
positions of the fixture head. Phospho-chromatised and 
polyester powder coated die-cast copper-free aluminium 
base and head, tempered safety glass, moulded silicone 
gaskets and o-rings, with non-visible screws in stainless 
steel. Special optics with “invisa-light” technology. 
Built-in LED driver, with 16 CREE XP-G2 LED. IP65 rating.

TWIST MAXI 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101304 

Technical data

Wattage 27 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 16 CREE “XP-G2” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Optics
 

Special optics with 
“invisa-light” technology

Gasket Silicone rubber 

Glass Tempered 

Cable seal M12 rubber grommet 
Rutaseal® in EPDM

Power cable 1 mt. neoprene power 
cable included 

Gross weight 2,50 Kg 

Designed by
PAOLO VILLA

AC037 
EARTH SPIKE

171 mm

12
9

 m
m

10
3

 m
m

Technical features

Technical data

Wattage 14 WATT

IP Rating IP65

IK Rating IK08

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating
with phosphocromating 
pre-finish

Light source NR. 8 CREE “XP-G2” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Optics
 

Special optics with 
“invisa-light” technology

Gasket Silicone rubber 

Glass Tempered 

Cable seal M12 rubber grommet 
Rutaseal® in EPDM

Power cable 1 mt. neoprene power 
cable included 

Gross weight 1,80 Kg 

light source light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 18° 2.240 82.96

high-power led 36° 2.160 80.00

4000°K neutral-white

high-power led 18° 2.464 91.26

high-power led 36° 2.336 86.52

endless fixture
head positions

5

DALI1 - 10V

Available on request
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Round wall mounted luminaire for outdoor 
installation, with downward asymmetric light 
distribution. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver/s, with 24 CREE XP-G3 LED. IP66 rating.

CITY WALL 12+12

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101201

Technical data

Wattage 36 WATT

IP Rating IP66

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with
phosphocromating pre-finish

Light source NR. 24 x 1.5W CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 3 mt. neoprene power cable 
included 

Gross weight 6,50 Kg 

485 mm

Ø 390 mm

13
2 

m
m

13
0

 m
m

Technical features

5

light source light beam options lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led Cycle route 
pedestrian

3.456 96.00

high-power led Street 3.456 96.00

DALI1 - 10V

Available on request
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Round wall mounted luminaire for outdoor 
installation, with downward asymmetric light 
distribution. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium 
body, tempered safety glass, moulded silicone 
gasket and stainless steel screws. Built-in LED 
driver/s, with 48 CREE XP-G3 LED. IP66 rating.

CITY WALL 24+24

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101202

Technical data

Wattage 72 WATT

IP Rating IP66

IK Rating IK09

Material High corrosion resistance 
die-cast copper-free 
aluminum body

Coating Polyester powder coating with
phosphocromating pre-finish

Light source NR. 48 x 1.5W CREE “XP-G3” LED

Screws Stainless steel 

Transformer
 

Electronic power supply
220/240V 50/60Hz 
built-in

Gasket Silicone rubber 

Glass Tempered 

Power cable 3 mt. neoprene power cable 
included 

Gross weight 6,50 Kg 
485 mm

Ø 390 mm

13
2 

m
m

13
0

 m
m

Technical features

5

light source light beam options lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led Cycle route 
pedestrian

6.192 96.00

high-power led Street 6.192 96.00

DALI1 - 10V

Available on request
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Floodlight for outdoor installation on a façade/wall,
with 355° swivel base and allowing horizontal 
adjustment of +90° / -40°. Phospho-chromatised 
and polyester powder coated die-cast copper-free 
aluminium base and head, tempered safety glass, 
moulded silicone gaskets and o-rings, with screws
in stainless steel. Swivel joint with graduated scale 
and mechanical aiming lock. Built-in LED driver,
with 4 CREE “XP-G2” LED. IP66 rating.

ZEUS MINI

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101501

Technical features

5

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 15° 768 96.00

high-power led 35° 745 93.13

high-power led 55° 710 88.75

4000°K neutral-white

high-power led 15° 788 98.50

high-power led 35° 765 95.63

high-power led 55° 730 91.25

Technical data

Wattage 8 WATT

IP Rating IP66

IK Rating IK09

Material High corrosion resistance
die-cast copper-free
aluminum body

Coating Polyester powder coating 
with phosphocromating
pre-finish

Light source 4 CREE “XP-G2” LED

Screws Stainless steel

Transformer
 

Electrical power supply 
220/240V 50/60Hz
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland M16 rubber grommet

Power cable 1 mt. power cable included

Gross weight 1,50 Kg 

103 mm

Ø 81 mm

21
8

 m
m

93 mm

AC085 – POLE PLATE
Pole plate for pole mounting of all Zeus models, 
suitable to be used with poles diam. min 76 mm 
and diam. max 120 mm. Can be positioned on 
various staggered levels or on a single level, with 
the same pole. Made in phospho-chromatised and 
polyester powder coated dia-cast copper-free 
aluminum material, mouled silicone gaskets and 
screws in stainless steel.
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Floodlight for outdoor installation on a façade/wall, 
with 355° swivel base and allowing horizontal adjustment 
of +90° / -40°. Phospho-chromatised and polyester 
powder coated die-cast copper-free aluminium base and 
head, tempered safety glass, moulded silicone gaskets 
and o-rings, with screws in stainless steel. Swivel joint 
with graduated scale and mechanical aiming lock.  
Built-in LED driver, with 12 CREE “XP-G2” LED. IP66 rating.

ZEUS MEDIUM

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101502

Technical features

5

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 15° 1.920 96.00

high-power led 35° 1.862 93.13

high-power led 55° 1.775 88.75

4000°K neutral-white

high-power led 15° 1.970 98.50

high-power led 35° 1.913 95.63

high-power led 55° 1.825 91.25

Technical data

Wattage 20 WATT

IP Rating IP66

IK Rating IK09

Material High corrosion resistance
die-cast copper-free
aluminum body

Coating Polyester powder coating 
with phosphocromating
pre-finish

Light source 12 CREE “XP-G2” LED

Screws Stainless steel

Transformer
 

Electrical power supply 
220/240V 50/60Hz
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland M16 rubber grommet

Power cable 1 mt. power cable included

Gross weight 2,20 Kg 

142 mm

Ø 81 mm

26
7 

m
m

93 mm

DALI1 - 10V

Available on request

AC085 – POLE PLATE
Pole plate for pole mounting of all Zeus models, 
suitable to be used with poles diam. min 76 mm 
and diam. max 120 mm. Can be positioned on 
various staggered levels or on a single level, with 
the same pole. Made in phospho-chromatised and 
polyester powder coated dia-cast copper-free 
aluminum material, mouled silicone gaskets and 
screws in stainless steel.
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Floodlight for outdoor installation on a
façade/wall, with 355° swivel base and allowing 
horizontal adjustment of +90° / -40°.
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base and 
head, tempered safety glass, moulded silicone 
gaskets and o-rings, with screws in stainless steel. 
Symmetrical wide light distribution. Swivel joint 
with graduated scale and mechanical aiming lock. 
Built-in LED driver, with 56 x mid-power SAMSUNG 
2835 LED. IP66 rating.

ZEUS MEDIUM SYMM

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101505

Technical features

5

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

mid-power led 110° 1.510 75.50

4000°K neutral-white

mid-power led 110° 1.560 78.00

Technical data

Wattage 20 WATT

IP Rating IP66

IK Rating IK09

Material High corrosion resistance
die-cast copper-free
aluminum body

Coating Polyester powder coating 
with phosphocromating
pre-finish

Light source 56 x mid-power
SAMSUNG 2835 LED

Screws Stainless steel

Transformer
 

Electrical power supply 
220/240V 50/60Hz
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland M16 rubber grommet

Power cable 1 mt. power cable included

Gross weight 2,20 Kg 

142 mm

Ø 81 mm

26
7 

m
m

93 mm

DALI1 - 10V

Available on request

AC085 – POLE PLATE
Pole plate for pole mounting of all Zeus models, 
suitable to be used with poles diam. min 76 mm 
and diam. max 120 mm. Can be positioned on 
various staggered levels or on a single level, with 
the same pole. Made in phospho-chromatised and 
polyester powder coated dia-cast copper-free 
aluminum material, mouled silicone gaskets and 
screws in stainless steel.
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Floodlight for outdoor installation on a
façade/wall, with 355° swivel base and allowing 
horizontal adjustment of +90° / -40°.
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base and 
head, tempered safety glass, moulded silicone 
gaskets and o-rings, with screws in stainless steel. 
Symmetrical wide light distribution. Swivel joint 
with graduated scale and mechanical aiming lock. 
Built-in LED driver, with 56 x mid-power SAMSUNG 
2835 LED. IP66 rating.

ZEUS MEDIUM ASYMM 

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101506

Technical features

5

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

mid-power led 110°x70° 1.560 78.00

4000°K neutral-white

mid-power led 110°x70° 1.610 80.50

Technical data

Wattage 20 WATT

IP Rating IP66

IK Rating IK09

Material High corrosion resistance
die-cast copper-free
aluminum body

Coating Polyester powder coating 
with phosphocromating
pre-finish

Light source 56 x mid-power
SAMSUNG 2835 LED

Screws Stainless steel

Transformer
 

Electrical power supply 
220/240V 50/60Hz
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland M16 rubber grommet

Power cable 1 mt. power cable included

Gross weight 2,20 Kg 

142 mm

Ø 81 mm

26
7 

m
m

93 mm

DALI1 - 10V

Available on request

AC085 – POLE PLATE
Pole plate for pole mounting of all Zeus models, 
suitable to be used with poles diam. min 76 mm 
and diam. max 120 mm. Can be positioned on 
various staggered levels or on a single level, with 
the same pole. Made in phospho-chromatised and 
polyester powder coated dia-cast copper-free 
aluminum material, mouled silicone gaskets and 
screws in stainless steel.
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AC085 – POLE PLATE
Pole plate for pole mounting of all Zeus models, 
suitable to be used with poles diam. min 76 mm 
and diam. max 120 mm. Can be positioned on 
various staggered levels or on a single level, with 
the same pole. Made in phospho-chromatised and 
polyester powder coated dia-cast copper-free 
aluminum material, mouled silicone gaskets and 
screws in stainless steel.

Floodlight for outdoor installation on a façade/wall, 
with 355° swivel base and allowing horizontal 
adjustment of +90° / -40°. Phospho-chromatised 
and polyester powder coated die-cast copper-free 
aluminium base and head, tempered safety glass, 
moulded silicone gaskets and o-rings, with screws in 
stainless steel. Swivel joint with graduated scale and 
mechanical aiming lock. Built-in LED driver, with 24 
CREE “XP-G2” LED. IP66 rating.

ZEUS MAXI

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101503

Technical features

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

high-power led 15° 3.648 96.00

high-power led 35° 3.539 93.13

high-power led 55° 3.372 88.75

4000°K neutral-white

high-power led 15° 3.743 98.50

high-power led 35° 3.634 95.63

high-power led 55° 3.468 91.25

Technical data

Wattage 38 WATT

IP Rating IP66

IK Rating IK09

Material High corrosion resistance
die-cast copper-free
aluminum body

Coating Polyester powder coating 
with phosphocromating
pre-finish

Light source 24 CREE “XP-G2” LED

Screws Stainless steel

Transformer
 

Electrical power supply 
220/240V 50/60Hz
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland M16 rubber grommet

Power cable 1 mt. power cable included

Gross weight 3,50 Kg 

5

198 mm

Ø 81 mm

3
6

0
 m

m

93 mm

DALI1 - 10V

Available on request
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AC085 – POLE PLATE
Pole plate for pole mounting of all Zeus models, 
suitable to be used with poles diam. min 76 mm 
and diam. max 120 mm. Can be positioned on 
various staggered levels or on a single level, with 
the same pole. Made in phospho-chromatised and 
polyester powder coated dia-cast copper-free 
aluminum material, mouled silicone gaskets and 
screws in stainless steel.

Floodlight for outdoor installation on a
façade/wall, with 355° swivel base and
allowing horizontal adjustment of +90° / -40°.
Phospho-chromatised and polyester powder 
coated die-cast copper-free aluminium base and 
head, tempered safety glass, moulded silicone 
gaskets and o-rings, with screws in stainless steel. 
Symmetrical wide light distribution. Swivel joint 
with graduated scale and mechanical aiming lock. 
Built-in LED driver, with 120 x mid-power SAMSUNG 
2835 LED. IP66 rating.

ZEUS MAXI SYMM

Finish color options:

Textured Grey
RAL 9006

Anthracite Grey
RAL 7016

Matt Black
(on request)

101507

Technical features

Technical data

Wattage 42 WATT

IP Rating IP66

IK Rating IK09

Material High corrosion resistance
die-cast copper-free
aluminum body

Coating Polyester powder coating 
with phosphocromating
pre-finish

Light source 120 x mid-power
SAMSUNG 2835 LED

Screws Stainless steel

Transformer
 

Electrical power supply 
220/240V 50/60Hz
built-in

Gasket Silicone rubber 

Glass Tempered 

Cable gland M16 rubber grommet

Power cable 1 mt. power cable included

Gross weight 3,50 Kg 

5

198 mm

Ø 81 mm

3
6

0
 m

m

93 mm

light source* light beam 
options

lumen 
output (lm)

lumin. efficacy 
(lm/w)

3000°K warm-white

mid-power led 110° 3.900 92.86

4000°K neutral-white

mid-power led 110° 3.940 93.80

DALI1 - 10V

Available on request
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